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Worktops

spills should be cleaned up immediately. For routine cleaning use a damp cloth and a mild detergent. Stubborn
tains can be removed with the use of a mild non abrasive cleaner and a soft bristied brush. If the stain persists,
ipply an organic solvent such as methylated spirit or alcohol and rinse thoroughly with warm water. Do not expose
he surface to harsh cleaners for prolonged periods, which may result in permanent discolouration. The use of
brasive cleaners, pads and corrosive or aggressive cleaning agents should be avoided as they will have a
jetrimental effect on the worktop surface.

\lways avoid cutting or chopping directly on the worktop surface - always use a cutting board. No hot pans,
wenware or heat producing appliances should be left directly on the surface. Always use a heat shield or hot pad Sinks
0 avoid blistering or cracking. Avoid placing electric kettles and steamers directly below wall units and on worktop

Daily cleaning of stains and grease should be carried out using a cream cleanser

oints on a soft cloth, Limescale deposits should be treated with a limescale remover
sloss worktops will show scratching, cuts and heat damage more easily. and a soft brush. Always rinse thoroughly with water.
type of stain cleaning method
Light stains : ) paper towels, a cloth or sponge.
Normal stains cloth or soft nylon brush and washing powder, Soft soap, toilet soap or
e.g. fat, ol and dirt particles, fingermarks, lime deposits, washing-up liquid. If necessary, leave for a while and then rinse thoroughly
rust, juice, coffee, lea, wax, blood, universal marker, etc with clean water

Heavy stains

eg. a‘ivr:m'_ofgraﬁﬂﬁ through long exposure o tea, eof ith washing powder o household bleach (but do not repeat too often). Carleton Furniture Group Lid
: ; = Monkhill,
ic solvent such as acetone (nail varnish remover), methylated Pontefract
- Spirit, perchioroethylene. Read the manufacturer's West Yorkshire,
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r or organic solvent. Remove two-component paints immediately.
ik : : e Tel 01977 700770
e.g. adhesives (water-based, dispertion). r solvant

. i Fax 01977 600698

;,p?” L':;:"nr-;::::imnenr adhesives, urea resin, melaming, oy, Do not allow to harden! Email sales@carletonfurniture.co.uk
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streaks from forming. Wipe dy using a
clean, absorbent cloth (paper towel is
batter), change the cloth fraquently,

glﬂ)‘%"w B m Rub dry; use a silicone remover.
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